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Wireless yacht control system

Described by Blue Water Supplies as "fun yet
functional,” this new series of marine first aid
kits makes its debut at the Southampton boat
show. The kits include resuscitation

equipment, ice packs, gloves and foil blankets.
They were designed specifically for divers, |
PWCs, RIBs, yachts and powercruisers. Enter 305
into Enquiry Service at www.ibinews.com/enquiry

New Oil Bath Hubs now replace the |
old-fashioned hand-greased hub and bearing
lubrication system on most EZ Loader boat
trailer models. The Oil Bath Hub features a
quick-view oil level indicator and convenient
plug for adding additional oil. Enter 304 ints

Enquiry Service at www.ihinews.com/enguiry
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Mastervolt has introduced the new Whisper
Digital Diesel Control, that will be supplied as
standard with all of the company’s latest
Whisper generator sets. Features include
automatic starting and stopping combined
with monitoring functions.
volt/amps/frequency/load and operating
hour’s readout. Enter 302 inte Enquiry Service at
www.ihinews.com/enquiry
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Lewmar has produced what it claims is the
biggest roller bearing webbing block of its
kind for Grand Prix racing boats. The block
dwarfs the typical webbing block used on
most racing boats, and has a safe working load
of 12.5 tonnes. The block uses alloy cheeks and
sheaves and features torlon rollers. The
weight of the block is a mere 4.kg. Enter 301

into Enquiry Service at www.ihinews.com/saquiry



